
Dimensions in mm

TOURS-12 WW
Ordernr: A0139612

Lamptype: recessed down-light
2x 6 W warm-white LED
Light direction: direct with frost glass

Housing: solid Aluminium 
Weight: 0.5 Kg
Dimensions fixture:  160 x 80 x 80 mm
Classification: IP-40 Class III
Operating Power: constant current 700mA
Excluded (external) LED-driver

Advised Dimmable or Non dimmable LED-drivers: 700mA

white powdercoated RAL9003
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Recessed downlights

Mounting :                                     70 x 145mm

A9920500 3AP  
3-way serial connection box
with 1m. cable and plug
Connection: serial 
(optional)

A9920515 3AP  
1.5m extension cable
male/femalel 
(optional)

A9920530 6AP  
3m extension cable
male/femalel 
(optional)
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A9920501   6AP
6-way serial connection box
included 1 mtr cable & plug
Connection: serial
Dimensions: 51 x 30 x 20 mm

serial connection

100-240V AC

3AP6AP
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Always disconnect the mains of the LED driver before plugging or unplugging the LED`s !!
The LED`s will be damaged or destroyed because of the high voltage present on the driver output 
when there is no load connected.  Connect the main after all Led`s and plugs are connected !

LED technology

THE ART OF LIGHTING


