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Garden lights

LED technology

THE ART OF LIGHTING

A0720019 CORBY-WW & Pin
6x warm white LED SMD 5050 (4.3W)

Technical specifications:

Light source:  6x SMD 5050 warm-white (3000K) LED
Reflector:  61.7° Symmetric, efficiency < 90%
Typical luminance:  180.12Lm
Typical consumption:  8.6VA
Lumen(Lm)/Power(W): 40.94
Max. intensity(cd):  162.217 
Central intensity(cd):  158.842
Housing:  Flame resistant Fiber+Nylon RoHS compliant materials
Glass:  4mm tempered white coating glass.
Gasket:  Molding shaped silicone double seal 
Cable gland:  IP-68 PG-9
Power cable:  2 mtr HO5RN-F 3x 1.0mm² (high voltage)
Input Voltage:  100-240VAC
Weight:  0.67 Kg
Dimensions:  383 x 120 x 78 mm
Classification:  IP-65
IES classification: Type I

Spike:  PVC

Attention: This high power LED fixture can not be installed under water
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(10%Imax) 16.2065
(20%Imax) 32.413
(30%Imax) 48.6195
(40%Imax) 64.826
(50%Imax) 81.0326
(60%Imax) 97.2391
(70%Imax) 113.446
(80%Imax) 129.652
(90%Imax) 145.859

Imax:162.22cd

Lux distance Curve
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Light Distribution Curve [Unit: cd]
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