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A0720045 Imola-SQ WW LED spot
1x7.4W Warm-White 24° COB LED

Technical specifications:

Light source:
Lamptype:

Lens:

Typical luminance:
Typical consumption:

warm-white (3000°K) COB LED

Garden LED Spot

24° Symmetric optical reflector, efficiency < 90%
295.38Lm

7.4W (39.92Lm/W)

Housing: Die-Casting Aluminium RAL-7037 grey powder coated
T=50-55um, Adhesion of ISO class 1/ASTM class 4B

Glass: 4mm tempered clear glass

IK rate 07

Gasket: Molding shaped silicone seal

Cable gland: IP68 with +/- 200 cm mounted connection cable

HO5RN-F 3x 1.0mm? one side open end

Operation Power: 100-240VAC
Classification: IP-65 class |
Weight: 0.7Kg

Dimensions Fixture:

108 x 108 x 130 mm

Attention: This high power LED fixture can not be installed under water

. Beam Width | Center beam
Height| Vert. Spread 24.5°  Horiz. Spread 23.8° v H LUX
1m 0.45m 0.5m 799 Lx
2m 0.9m 0.9m 200 Lx
4m 1.7m 1.7m 50 Lx
120V @ @ ii 24°
~
6m 2.6m 2.5m 22 Lx 230V W Symm.
8m 4.3m 4.2m 13 Lx Y IP _
m“ . IES-File
available
Dimensions in mm
108
7777777 Fixture excluded
(90401) IP-65 Schuko
A9920302
IP68 conection device
[ ) mount 3x 1.0 mm?
i HO5RN-F cable
3
120-240VAC
— cables parallel conected
Inground box filled with Ground-
IP68 Magic Gel cable
120-240VAC




Light Distribution Curve [Unit: cd]
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Illuminance at a Distance
Center Beam LUX Beam Width
\% H
199.91 LUX 0.9m 0.8m
2m
49.98 LUX / \ 1.7m 1.7m
4m
22.21 LUX / \ 2.6m 2.5m
6m
12.49 LUX / \ 3.5m 3.4m
8m
8.00 LUX 4.3m 4.2m
10m
5.55 LUX / \ 5.2m 5.0m
12m
Vert.Spread:24.5 Horiz.Spread:23.8
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-75°  -60° -45° -30° -15°

45°

60°

75°

90°

(10%Imax) 79.9033
(20%Imax) 159.807
(30%Imax) 239.71

(40%Imax) 319.613
(50%Imax) 399.516
(60%Imax) 479.42

(70%Imax) 559.323
(80%Imax) 639.226
(90%Imax) 719.129
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